Table R2

Camarillo Sanitary District
Camarillo Water Reclamation Plant
Total Recoverable Metals Criteria

(CA0053597, Cl#1278)

Freshwater Freshwater
= CMC or Acute CCC or Chronic
E’ CMC = WER x Conversion Factor x (exp {mA [In(Hardness)] + bA}) CCC = WER x Conversion Factor x (exp {mC [In(hardness)]+ bC})
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Cadmium 367 1] 0.889603 1.128| -3.6867 19.58 17.42 1] 0.854603 0.7852 -2.715 6.83 5.84
Copper 367 1 0.96 0.9422 -1.7 47.66 45.75 1 0.96 0.8545 -1.702 28.34 27.20
Chromium
1 367 1 0.316 0.819 3.688| 5036.62| 1591.57 1 0.86 0.819 1.561 600.34 516.29
Lead 367 1] 0.601548 1.273 -1.46 427.32 257.05 1] 0.601548 1.273 -4.705 16.65 10.02
Nickel 367 1 0.998 0.846 2.255| 1409.42| 1406.60 1 0.997 0.846 0.0584 156.70 156.23
Silver 367 1 0.85 1.72 -6.52 37.99 32.29 1|none none none #VALUE! | #VALUE!
Zinc 367 1 0.978 0.8473 0.884 360.54 353 1 0.986 0.8473 0.884 361 355.50
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